
          Double Acting (Air open/Air close)

           Spring Return (Air open/Spring close)

           Spring Return (Air close/Spring open)

         STD & CNI

▪ Model TDA / WMDA:

▪ Model TSR / WMSR:

▪ Model TSR / WMSR:

▪ Designation:

▪ Type: E-Type, C-Type and S-Type

▪ ZONE 1, CATEGORY 2 G

▪ ZONE 2, CATEGORY 2G & 3G

▪ ZONE 21, CATEGORY 2 D

▪ ZONE 22, CATEGORY 2D & 3D

90 & 180 Degree Pneumatic Rack & Pinion Actuators

We hereby declare that the previously mentioned Products conform to

the following equipment and category groups:

Applicable European Norms: EN1127-1, EN ISO 80079-36 & 80079-37
All Actuators will be identified accordingly:  

Users must follow the guidelines laid down in relevant installation, operation and 

maintenace instructions as issued by Wirematic Trutorq AB.

Name of the notified body: TÜV SÜD, declaration nr; TÜV IT 22 ATEX 041 AR

Above mentioned is herby guaranteed

Wirematic Trutorq AB

Stockholm, September, 2022

EU DECLARATION OF CONFORMITY
Issued in accordance with the

ATEX Directive, 2014/34/EU
Manufacturer:

Wirematic Trutorq AB
Krossgatan 22B,  162 50 Vällingby

Sweden

Product:

         Equipment group II:

Wirematic Trutorq AB 
Krossgatan 22B
162 50 Vällingby  (Stockholm)

Phone: +46 (0) 8 38 00 75
www.wirematictrutorq.com ATEX 2014/34/EU

CEO

Wirematic Trutorq Actuators

 II 2 G Ex h IIC T5 Gb
  II 2 D Ex h IIIC T100°C Db




